CLA-VAL AQUA 70-516

] Anti Slam Air Release and
GLA-VAL Vacuum Break Air Valves

» Simple, Reliable and Accurate

1 HIGH VOLUME AIR DISCHARGE

During filling of the pipeline, air passes through the air valve at the same flow rate as water in the pipeline, the floats remain
in the open position allowing air to pass freely through the valve. When water enters the valve the floats are buoyed and the
valve closes.

Anti slam float

Small orifice (nozzle) float

Control float

1.1 HIGH VOLUME AIR DISCHARGE CAPACITY

Note:
1 kPa =0.01 bar = 0.1 mHd

HIGH VOLUME AIR DISCHARGE CURVES FROM DN25 TO DN100 HIGH VOLUME AIR DISCHARGE CURVES FROM DN150 TO DN300

/ [ 7T«
4 / ,
HA~ I A A
A 74 IV Ay
IVADZSd 8 %
= .~

T~

\\.
\\

AN

o

'S

Pressure kPa
Pressure kPa

0 50 100 150 200 250 300 0 500 1000 1500 2000 2500 3000
Flow Normal Litres per Second Flow Normal Litres per Second
. 25 mm BN 50mm N somm [ 100 mm BN 1S0mm W 200mm N 250mm N 300 mm

» CLA-VAL Europe cla-val@cla-val.ch 1 - A70516DE B 11/19

© Copyright CLA-VAL Europe - Specifications subject to change without notice - no contractual illustrations. Reduce your waste - Sort your rubbish



r Y= CLA-VAL AQUA 70-516

— Anti Slam Air Release and
GLA-VAL ' Vacuum Break Air Valves

2 ANTI SLAM AIR DISCHARGE

During rapid filling, pump trip, rapid valve closure and other surge events. The valve will switch into anti slam mode.
Switching from the larger orifice to a smaller anti slam orifice.

The smaller orifice will restrict the rate at which air can escape the pipeline and as a result slow the flowrate of water through
the pipeline.

Air passes around the lower float and small orifice float through the anti slam orifice to atmosphere.

P S P S

Anti slam float

Small orifice (nozzle) float

Control float

2.1 ANTI SLAM AIR DISCHARGE CAPACITY

Anti Slam Switching Points & Input Data for Surge Programs
Size (Rp or DN) [mm] 25 50 80 100 150 200
Anti shock orifice size [ (mm)] 4 9 14 17 25 34
Inlet size [& (mm)] 25 50 80 100 150 200
Outlet size [& (mm)] 25 50 80 100 150 200
Switching pressure max. [mHd] 0.7 0.7 0.7 0.7 0.6 0.6
Switching velocity [m/s] 45 33 34 34 37 37
Switching flow [I/s] 22 65 169 265 653 1160

Note:
1 kPa =0.01 bar = 0.1 mHd

1200, ANTI SLAM DISCHARGE CURVES FROM DN25 TO DN100 1200 ANTI SLAM DISCHARGE CURVES FROM DN150 TO DN300
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CLA-VAL AQUA 70-516

—— Anti Slam Air Release and
GLA-VAL = Vacuum Break Air Valves

3 PRESSURISED AIR RELEASE

During normal operation, while the pipeline is fully charged, disentrained air will accumulate at many air valve locations.

When the quantity of air is sufficient to displace the control float, the float will drop away from the small orifice (nozzle) and
release the accumulated air. The control float will then buoy back into place and seal off the small orifice.

B P

Nozzle (small orifice)
Nozzle seat

Control float

3.1 SMALL ORIFICE AIR DISCHARGE CAPACITY AND SIZES

Note:
1 kPa =0.01 bar = 0.1 mHd

SMALL ORIFICE DISCHARGE CURVES
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CLA-VAL AQUA 70-516

] Anti Slam Air Release and
GLA-VAL Vacuum Break Air Valves

4 VACUUM BREAK

During the draining, pump stoppage or pump trip, the floats will gravitate towards the baffle plate. Air will travel through the
large orifice, past the floats and through the intake orifice into the pipeline.

P ... S

Anti slam float

Small orifice (nozzle) float

Control float

Baffle plate

41 VACUUM BREAK CAPACITY

Note:
1 kPa =0.01 bar = 0.1 mHd

INFLOW CURVES FROM DN25 TO DN100 INFLOW CURVES FROM DN150 TO DN300
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— Anti Slam Air Release and
GLA-VAL Vacuum Break Air Valves

4.2 VALVE SIZING

Velocity [ft/s]
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How to use the chart

Select pipe size and velocity, use either maximum flow velocity or calculate drainage velocity based on drainage or expected
potential rupture. Where the pipe size and velocity intersect there will be a colour band, match the colour band to the valve
size in the legend below. This will give you the valve size of a valve capable of drawing in sufficient air to match the drainage
rate. All values are based on maintaining a minimum negative pressure of 0.35 bar in the pipeline pressure. It is not good
practice to allow the negative pressure drop below 0.6 bar negative differential in the pipeline. Be aware when sizing that the
upper part of the band is closer to the minimum negative differential of 0.35 bar and the lower part closer to 0.1 bar negative
differential pressure. If you are quite close to the higher part of the band, one should then switch to the next size of valve to
assure the safety of the pipeline.

Convert flow in litres per second [l/s] into velocity in [m/s]

3000 7069 14137 | 21206 | 28274 | 35343 | 42412

2800 6158 12315 | 18473 | 24630 | 30788 | 36945 This table is to help you calculate your velocity, based
2600 5309 10619 | 15928 | 21237 | 26546 | 31856 on flow and pipe size. Select your pipe size in the left
2400 4524 9048 13572 1 18096 | 22619 | 27143 hand blue column. Run your finger to the right until you

—_ find the flow rate closest to your pipelines maximum
E gggg g?g; gggg 1;442054 12222 12?8; ?gggg demand rate. Drop your finger to the bottom blue
- 1800 2545 5089 7634 10179 | 12723 | 15268 column and it will give you your flow velocity in meters
= per second [m/s]. Should your pipe size not be
.ﬁ 1600 2011 4021 6032 8042 10053 | 12064 available you can calculate your velocity using this
» | 1400 1539 3079 4618 6158 7697 9236 calculation:
_qg, 1200 1131 2262 3393 4524 5655 6786 Wh
‘g [ 1000 | 785 | 1571 | 2356 | 3142 | 3927 | 4712 ere
a 800 503 1005 1508 2011 2513 3016 V= Q V=Velocity in [m/s]

600 283 565 848 1131 1414 1696 A Q=Flow in [m¥s]

400 126 251 377 503 628 754 _ . )

200 31 63 94 126 157 188 A=Area in [m’]

100 8 16 24 31 39 47

1 2 3 4 5 6

Pipeline velocity in [m/s]
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VF Y= CLA-VAL AQUA 70-516

] Anti Slam Air Release and
GLA-VAL Vacuum Break Air Valves

5 SIZES

51 DN25&DN 50

Nuts SS304/316

Top cover SS304/316 or mild steel epoxy coated
Screen mesh SS 316

Top flange SS304/316 or mild steel epoxy coated

O-ring NBR
Anti slam float HDPE

Nozzle float HDPE
Nozzle SS 316

Nozzle seat EPDM

Barrel SS 304/316

Control float HDPE

Cheesehead screw SS 316

Baffle plate SS 316

Baffle Spacer Nylon/SS 316

O-ring NBR

Lower flange SS 304/316 or mild steel epoxy coated

Nipple SS 304/316 or mild steel epoxy coated

Typ. Operating Pressure:
0.2-25bar/2.9- 363 psi
0.2-40bar/2.9 - 580 psi
0.2 - 64 bar /2.9 - 928 psi
0.2-100 bar /2.9 - 1450 psi

End Connection Screwed: Operating Temperatures:
BSP/NPT 0-80°C/0-176°F
Size Pressure rating Overall Height Overall diameter Weight
25 mm /1" 25 bar / 363 psi 252 mm/9.92" 100 mm / 4" 4.7kg/10.41b
40 bar / 580 psi 302 mm/ 11.88" 100 mm /4" 49kg/10.81b
50 mm / 2" 25 bar / 363 psi 301 mm/ 11.85" 130 mm/5.12" 8.2kg/181Ib
40 bar / 580 psi 351 mm/13.81" 130 mm/5.12" 8.4kg/18.511b
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CLA-VAL AQUA 70-516

Anti Slam Air Release and
Vacuum Break Air Valves

GLA-VAL

5.2 DN 80 TO DN 200

=

Nuts SS304/316
Top cover SS304/316 or mild steel epoxy coated

Screen mesh SS 304/316

Top flange SS304/316 or mild steel epoxy coated

O-ring NBR

Anti slam float HDPE

Barrel SS 304/316

Nozzle float HDPE

Nozzle SS 316
Nozzle seat EPDM

Control float HDPE
Cheesehead screw SS 316
Baffle plate SS 316
Baffle Spacer Nylon/SS 316

O-ring NBR
Lower flange SS 304/316 or mild steel epoxy coated

Studs SS 304/316

End Connection:
Flange studded

Typ. Operating Pressure:
0.2-16 bar/2.9 - 232 psi
0.2 -25bar /2.9 - 363 psi
0.2 - 40 bar/2.9 - 580 psi
0.2 -64 bar/2.9-928 psi
0.2 - 100 bar /2.9 - 1450 psi
Operating Temperatures:
0-80°C/0-176°F

Size Pressure rating Overall Height Overall diameter Weight
16 bar / 232 psi 284 mm/11.2" 200 mm / 8" 19.5kg/431b
80 mm/ 3" 25 bar / 363 psi 284 mm/11.2" 200 mm / 8" 19.5kg /43 1b
40 bar / 580 psi 317 mm/12.5" 200 mm /8" 30kg/66Ib
16 bar / 232 psi 284 mm/11.2" 235 mm/9.25" 22.5kg/50Ib
100 mm /4" 25 bar / 363 psi 284 mm/11.2" 235 mm/9.25" 22.5kg/50Ib
40 bar / 580 psi 318 mm/12.5" 235 mm/9.25" 27 kg/60Ib Larger sizes are available on
16 bar / 232 psi 464 mm/18.27" 285 mm/11.22" 46 kg /102 Ib request up to 450 NB / 18"
150 mm /6" 25 bar / 363 psi 464 mm/ 18.27" 285 mm/ 11.22" 46 kg / 102 Ib
40 bar / 580 psi 464 mm/ 18.27" 285 mm/ 11.22" 46 kg /102 Ib
16 bar / 232 psi 503 mm/19.8" 340 mm/13.4" 67 kg / 147 Ib
200 mm /8" 25 bar / 363 psi 503 mm/ 19.8" 340 mm/ 13.4" 67 kg /147 Ib
40 bar / 580 psi 503 mm/19.8" 340 mm/13.4" 67 kg/ 147 Ib
250 mm / 10" 16 bar / 232 psi 573 mm/ 22.56" 425 mm/ 16.73" 110 kg /243 Ib
25 bar / 363 psi 573 mm / 22.56" 425 mm / 16.73" 110 kg /243 Ib
300 mm / 12" 16 bar / 232 psi 625 mm / 24.6" 530 mm / 20.87" 160 kg / 353 Ib
25 bar / 363 psi 625 mm / 24.6" 530 mm / 20.87" 160 kg / 353 Ib
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CLA-VAL AQUA 70-516

Anti Slam Air Release and
Vacuum Break Air Valves

GLA-VAL

5.3 OUTLET CONNECTIONS (OPTION)

Screwed Outlet
The valve outlet is tapped to either BSP
or NPT to allow connection to piping off

systems.
Screwed T Outlet Gooseneck Outlet
The valve outlet is tapped to either BSP or The valve outlet is fitted with a gooseneck.
NPT to allow connection to piping off systems, This is often requested in desert applications.
this type of connection can be used with

controlled air release configuration.

Swivel Outlets
Can be supplied in two formats T outlet and
straight outlet to connect to desired flanged

piping.
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