VF Y= CLA-VAL 50B-4KG1 / 2050B-4KG1

] Recommended Commissioning Spare Parts
GLA-VAL and Two Years Spare Parts Operation, for Standard Material

For standard material execution only / Pressure Class ANSI 150 or 300 / Pilot Pressure adjustment 20 - 200 psi or 100 - 300 psi

CLA-VAL Soft Repair kits for 50B-4KG1/2050B-4KG1
for main valve (1), CRL-60 (2), X44 (3) and 81-01 (4)
Size Kit No.
DN 40 *CK050100-040-01-2
DN 50 *CK050100-050-01-2 ) )
DN 65 *CK050100-065-01-2 sl - B = | X «— 2
DN 80 *CK050100-080-01-2 ® @& - Y
DN 100 *CK050100-100-01-2
DN 150 *CK050100-150-01-2
DN 200 *CK050100-200-01-2
DN 250 *CK050100-250-01-2
DN 300 *CK050100-300-01-2

llustration: 2050B-4KG1 1—> lllustration: 50B-4KG1
Each Soft Repair Kit includes:
For the Main Valve: For the CRL & CRL-60*: For the Strainer X44: For the Check Valve 81-01:
e Diaphragm ® O-rings ® O-rings ¢ Diaphragm 3/8”
*® Disc e Stem CRL & CRL-60 e Screen strainer * Disc 3/8”
* O-ring * Diaphragm washer / * Spring 3/8" Position Component (Designation)
e Space washer e Disc CRL - 1 Mai |
7~ e Bellevile washer ' > ca:m Vzge
e Diaphragm V/ ' 3 I;{(L‘t;r
| - 4 81-01
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