Cla-val D11

Autonomous 2-Stage Electronic Controller
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CLA-VAL Europe

AUTOMATIC CONTROL VALVES

e 2-Stage pressure modulation, as a function of time
and/or flow rate

® Precise and stable modulation with hydraulic control

® OLED screen and magnetic stick for an easy navigation
and configuration without computer

e Optional Wi-Fi interface for remote access
¢ 5+ years battery life

e Embedded multi-channel data logger

* |P68 protection



DESCRIPTION

CLA-VAL D11 autonomous 2-Stage Electronic Controller
delivers a new level of excellence combined with a user
friendly and simple interface.

CLA-VAL D11 is designed to provide simple 2-stage pressure
modulation, based on a single or combined time or flow
profile. The D11 also implements a large memory, allowing
all the inputs and outputs to be logged for more than
10 years.

Device configuration is very intuitive, thanks to the
embedded OLED display, and the magnetic-contact buttons
allow easy navigation. An optional Bluetooth interface
can also be provided, for configuration with a smartphone,
tablet, or computer without the need of a cable connection.




Power Supply

* Replaceable battery pack (Autonomy: 5 years with
2 actions/day @ 20°C)
e Consumption: - 1.5 mA in stand-by mode
-200 mAin usage

* 4 x Digital inputs (dry contacts)

* 4x Latching solenoid (6 VDC)

Data Logging & Memory

e Internal memory 1 GB
¢ Logging interval: 15 min
« Lithium battery for memory protection (10 years)

Communication

* Wi-Fi (option)
* Internal USB-A (software update and data exportation)

Housing & Display R

* Material: PC/ABS plastic UV resistant By
* P68 protected (2 m / 1 month)

2x color LED for diagnostics (green/red)

OLED display 1.5" (128 px x 64 px)

5x ILS (magnetic contacts) and magnet for navigation

Stainless steel support

== Connection

« Glands for inputs & outputs connection
* Txcircular plug (Souriau® UTS) for battery connectione

Control parameters

« 4x Conditional actions based on time, flow rate, or dry contact
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WATERWORKS

From the reservoirto the customertap,
the CLA-VAL Company has developed
more than 3,500 Automatic Control
Valve models.

Accurately controlling pressure, tank
level and flows within water networks
is the result of more than 80 years of
unparalleled expertise.
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