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1 INTRODUCTION
1.1 PRECAUTIONS BEFORE STARTING

A Before use, please connect to our webside www.cla-val.ch to:
e Download and install the USB driver on your PC [Refer to the driver USB installation manual (LINOO6UE)]
e Download and install the latest version of the product software on your PC
e Check that the product has the latest firmware version

1.2 MINIMUM BATTERY VOLTAGE FOR USE

A: To enable switching of the solenoid, the e-Timer must have a minimum battery voltage of 7.2 V.

When battery level is low the unit will default to the last programmed condition until the battery is replaced. (cf. chapter 3.7
«Conditions Programming»).

Time setting is recommended when changing the battery (see chapter 3.11 "Function Reset Time").

The batteries are designed to function for 2 years based on 2 solenoid operating cycles per day (open / close) at a
temperature of 20°C.

1.3 GENERAL DISCLAIMER

In accordance with our policy of continuous development and improvement, CLA-VAL Europe reserves the right to modify or
improve these products at any time without prior notice. CLA-VAL Europe assumes no liability or responsibility for any errors
or omissions in the content of this document.

1.4 ENVIRONMENTAL PROTECTION

Help to preserve and protect the environment. Recycle used batteries and accessories.

1.5 TYPOGRAPHY

Throughout this manual, the following typographical conventions and symbols have been adopted to help readability:

"Bold": Menu, command, tab and button.
BOLD ITALIC: Important information.
(1): Number of the reference mark on image.

a0 oo

www.cla-val.ch: Internet address.

€. w= % Some tips.

f. A: Warning!
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2 E-TIMER CHARACTERISTICS

The e-Timer is programmable and supplied with an internal battery. It can drive one bistable solenoid.

e-Timer electronic module (EM) USB wire

2.1 REPLACED BATTERY

The battery is inside the body of e-Timer (pictures below).

To change the battery:

1. Unscrew the cover (1) of the e-Timer.

2. Remove the battery Lithium type 9 VDC (2) and replace by a news, respect the polarity.

3. Close the cover of e-Timer, make sure the communication connection (3) is inside the body of e-Timer.
Reset time is necessary to readjust internal timer of e-Timer (cf. chapter 3.11 «Function Reset Time»).
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3 HOW TO USE THE E-TIMER
3.1 SOCKET AND BATTERY

Lithium Battery 9 VDC

PCB
3-ways solenoid
3.2 E-TIMER TECHNICAL DATA
@ Electrical Specifications
Electrical Power: Lithium battery type 9 VDC (life time ~ 2 years for two actions/day at
temperature 20°C)
Output: 1x 3-ways bistable solenoid 1.2 mm - 6 VDC
@ Other Specifications
Rules: . Up to 6 rules (for 3 opening / closing per day)
. Time & Calendar
Operating Pressure: 0 bar to 16 bar
Temperature range: -10°C to +80°C (Electronic only, 60°C maximum for the battery)
Protection / Media: IP68 (Validated: 1 month - 0.2 bar) / Drinking water
Interface: Plug & Play / Vista / Win 7 (32 & 64 bit)
E Default mode
Troubleshooting: Output status modification without programmed rule changes
Control battery: Output default values apply at 7.2 V

» CLA-VAL Europe cla-val@cla-val.ch 5 - LINO70UE C 10/20

© Copyright CLA-VAL Europe - Specifications subject to change without notice - no contractual illustrations. Reduce your waste - Sort your rubbish



Vy V- CLA-VAL e-Timer-33

Electronic Autonomous Time Controller

CIAVAL

3.3 INSTALLATION INSTRUCTIONS

1-  All installation, adjustment and maintenance should be carried out by a competent electrician.
2- Do not exceed the maximum ratings given in the specifications and printed on the label.

3- The electrical connections should be made as described in the user’s manual.

4- Before any maintenance operation the main power should be turned off.

A DO NOT ATTEMPT TO OPEN THE PRODUCT AS THIS WILL INVALIDATE THE WARRANTY!

3.4 CONNEXION PC /E-TIMER-33

When launching the e-Timer Software, if no e-Timer is connected to your PC, the list allowing e-Line product multi-
connection is empty (see image below), select "Cancel".

[ e-line list | 10} x1

Cancel I

If you are connected to one or more e-Timer or other e-Line products, click on "View All" and select the product line you
wish to connect to.

If your e-Line product is not up to date on the multi-connection, the e-Line product list remains empty. Click on "View All".
The e-Line product is visible under "Generic e-Line" (see image below). Select the line to communicate with the e-Line
product.

In order to display the name and serial number of the e-Line product in the e-Line List, a firmware update is required (see
Chapter 3.5 "Firmware Update [Internal Software]").

[Be-line list 1 10| =]

Genenic e-Line : 03-15

Cancel |
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3.5 FIRMWARE UPDATE (INTERNAL SOFTWARE)

A Before the Firmware update, save your program on your PC.

The e-Timer must be powered.

Connect the connection cable to the USB port of your computer.
Connect the e-Timer to the connection cable.

Open the e-Timer software (latest version).

ok~ wbd =

A selection window appears:
The\name of produc}, Firmware version and serial number are displayed.

E e-fine list : ;IEILI

e-Timer: 12

v wiew 2l

6. Click on the e-Timer line, the software opens.
7. Click on "Read parameters": retrieve information about the device and set the output parameters.
8. Check that the e-Timer has the latest firmware version available via our website www.cla-val.ch.

Parameters Program Connect ?
o English v| [ Dayli
' ' = Em
- Dayli ing adjustment (mn) 60
‘Wite Parameters SO
Month March v

ﬂl A-vAl ‘Week Number |Last week v

1, : Day Sunday v
I Firmware version 12)2.70 I Hour ,ﬁ

Serial number 1303010297

Last Programming date 24.09.2009 09:34:01 Winter

Battery Level [Volt) 9.0 Month October -

Date 01/01/05 - 00:17:36 Week Number [Lastwosk =]

9. Ifyes, go directly to the next chapter.

10. If no, select "Firmware update" in the "Parameters" tab.

11. Open the corresponding "hex" file, previously downloaded from our website www.cla-val.ch.
12. Then click on "Read parameters" in order to view the firmware version update.
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3.6 ASSISTANCE MODE

e =] ——
(%2 CLA-VAL e-Timer P =~
o Parameters Program Connect ?
c
é . English ~ I 'D_aylighl Saving
1S ' ' A Read Parameters v & [—
g Reset Time &
o ‘Write Parameters
o 3 B Month March v
ul A—vnl Week Number |Last week v
Information Day Sunday -
5 Firmware version (12)2.70 HoT [ﬁ
© Serial number 1303010297
g Last Programming date 24.09.2008 09:34:01 ‘Winter
g Battery Level (Volt) 9.0 Month October v
= Date 01/01/05 - 00:17:36 e My [m
Ouput Control Day Sunday v
TE ™ Stop Program Hour m
= [V Dynanmic reading
[e]
(@) Latch Output 1 Manuel Action Delay
5 Close - _Adivate | || 27 [(2.65535secs)
2 |
>
o
Message

e Output Control:
- 1xlatch output

a. You can override the output value by clicking on "Activate". Don’t forget to first disable the "Dynamic reading".
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3.6.1 "DYNAMIC READING" MODE

(% CLA-VAL e-Timer P ==
Parameters Program Connect ?
rT « English v ,D_aylighl Saving
v
A Read Parameters . N
e
‘Wite Parameters ARt
" Month March v
- Exit
ulA—vnl Week Number |Last week v
Information Day Sunday v
Firmware version (12)2.70 HoT [ﬁ
Serial number 1303010297
Last Programming date 24.09.2008 09:34:01 ‘Winter
Battery Level (Volt) 9.0 Month October v
Date 01/01/05 - 00:17:36 e My [m
Ouput Control Day Sunday v
™ Stop Program Hour m
v

[V Dynanmic reading
Laleh Output 1 Manuel Action Delay
Close - __Adivate | || 27 (265535 secs)
Message

"Dynamic reading" mode activation

a- Dynamic reading: the output values are read continuously. You can check the position of your valve.

b-  If you select "Stop Program", the program’s running is frozen until you click it again.
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3.7 CONDITIONS PROGRAMMING

Program name

Ou‘tpu‘t programming

=10l x|

» Fead program Pragrammel sine.pra
' ' = Save program

Drelete Program

Default values

Fririt Program A
l:lA vAI: Ewit Program mode /Default i \
’7 f+ Latch Output n* IEIDSB 'I
Conditions
— Rules

Add & rule | Save rule | Delete mle |

? )

\\ Lateh Output n® 1-1

\\\ Craily tirning b

| Open =l |Each day =] |1ooon x|

Complete
condition on
output rules

message
\

\
\
\
\
\
\
\

Programming conditions files

Choose the daily timing

-
a_

The default value from the last condition will be applied when the USB cable is unplugged or when the battery level is
too low. If the low level is reached, then the default value will be held.

A condition is a rule that you define from day / hours and minute to output.

To activate a condition, the day / hour and the minutes selected must be validated.
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Select the
default value
output

escececssscscccccccccce

A

Select "Add a rule"

A

Determine the value that the output must take
the valve when the daily timing conditions is
validated. Click "Save rule"

A 4

Select "Add a rule"

A 4

Programming

Determine the oppose value output from
before must take the valve when the daily
timing conditions is validated. Click "Save

rule”

Is the process
completely described
by the rules?

NO

Click on "Save program"

v

Put a file name in the corresponding field

v

Click on "Save"

v

Then click on "Exit program mode"

v

Click on "Write parameters"

eececceccccccsccsecscsscsccsccscsscsscsccseese

PC Safeauard of the proarammina
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3.8 EXAMPLES OF USES

3.81 WEEKLY PROGRAMMING

1-  Connect the USB wire to the USB connection of your PC.

2-  Connect the e-Timer to the USB wire.

3- Select "Read Parameters" to read e-Timer settings and record output parameters.
4- Select "Programming" in order to program outputs and inputs.

5- Select your program from the list OR enter your program according to the diagram in chapter 3.7 «Conditions
Programming».

{)Lrtplrt programming B ;IEIEI
» Read pragram |F'n:|grammeU zine.prg |
' ' =5 Sawve program

Delete Program

Print Program

I=I-A vnl: Exit Program mode Tefanialies
’7 (+ Latch Output n* IEIDse 'I

Conditions

—HRules

atch Output n® 141

teh [ Add a rule | Save rule | Delete ule |
Latch Output 0 1-2

| Latch Output n™ 1-1
| Craily tirming b

‘\ Open =1 [Each day =] [0 v

\[ | | |

| | ‘
Conditions list for the | Programming day |
corresponding output | |

Choose the output value Start time

Select "Save rule" as soon as the input and output rule programming is finished.

Choose an output and select "Add a rule" if you want to do other conditions, (don’t forget to select "Save rule" after each
modification).
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To program a condition with a number of actions per day, please follow this example.

First rule:

Dutput programming

- 10l x|
5 Read program | |
' ' A Save program
Delete Pragram
Print Pragram
I:I-A vnl: Eit Program mode e T
’7 % Latch Output |E|DSE 'I
Conditions
—Rules
Latch Qutput-1 Add arule I Save e Delete rule I
Latch Output-1
[ aily timing dd_ bk
Open | | Datesime x| fogozaoo =]
Period [Dapsg]
"Message \ \ ‘
/ \ \‘ /
' ‘ 4- Choose the firstday |
1- Create a rule 2- Choose the output 3- Selectthe  for output activation 5- Choose the hour/minute
value date/time

Second rule:

Dutput programming

6- Choose the number of /
days to activate the output /

ol %]
ry- | \
A Save progranﬁ
Delete F'mgrafn
Pririt Proglanﬁ
I“_A-"A[ E\»qit Pragrarm mcfade Dol dies
’7 % Latch Output IEIose _ﬂ
Conditions
— Rules
|Latch DutEut-'I ﬁdd a ru‘e | Save e \ | Delete rule |
Lateh Output-2 \
l [ aily timing J_ dd. kA g
Close ' | | DatesTime =] foamzemo x]
hib: i
10:00 =
Period [Days] IT
"Message ‘
With these rules, the e-Timer starts to open the valve on the 3rd February 2010 every 10 days for 1 hour duration.
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6- As soon as all the conditions are created, select "Save program" and a name for your program, to save your program
in your PC.

7- Select "Exit Program mode".

Program name saved Windows for saved program

Output programming ;Iglil
o Read program ‘fac:luvy testprg

' ' A Sowe program

Delete Program

Print Program |
Exit Program mode |

)

rDefauH alues

GLA-VAL

2|

Conditions Savein I'@ e-Timer Setup j &= E et v
Latch Qutput n*1
/J

My Recent
Daocuments

My Documents

My Computer

File name: I j Save |
"‘.ﬁ. Save as type: IPrg (*.prg) j

Cancel

&\_

8- Select "Write Parameters" in order to upload e-Timer settings.

Write Parameters

4 CLA-VAL e-Timer

©

m- Re;i:;’?::;e Daylight saving adjustment (mn)  [gg

_ Wite Paameters | | [ S4™"
. Month [Mach ]
l:lA-VAI. ‘Week Number |Last week v

i~ Information .| | Day Sunday v
Firmware version (12)2.70 [ m
Serial number 1303010297
Last Programming date 24.09.2008 09:34:01 ‘Winter
Battery Level (Volt) 9.0 Month October v
Date 01/01/05 - 00:17:36 ety Yy ,m
Ouput Control Day Sunday v
I Stop Program Hour m
V' Dynamic reading [

Latch Qutput 1 -~ Manuel Action Delay
Close v _ Acivate | |27 (2.65535secs)
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3.9 SPECIAL MONITORING FEATURES
3.91 STOP PROGRAMS

When you are in dynamic reading you cannot enter figures into the output control dialog box because they are overwritten by
the reading.

To apply specific values on the output, deselect "Dynamic reading" and select "Stop Program", then enter figures into the
corresponding fields and click "Activate".

Click on "Stop Program" again to restart the program.

3.10 FUNCTION PROGRAM "MANUAL ACTION DELAY™"

The function «Manual Action Delay» allows a DELAYED action of output when you activate the e-Timer manually with a
magnet.

The output will be controlled by removal of the magnet and the output will return to the initial position after the time delay is
programmed. Default time is 2 s.

(4 CLA-VAL e-Timer P ==

Parameters Program Connect ?

rT " English v [[laylight Saving
v 1
] R e;‘:::’?:‘:;e’s Daylight saving adjustment (mn)  [gg
Write Parameters SIS
- Month March v
. Exit
ﬂl A-vAI- ‘Week Number |Last week <
Information Day Sunday <
Firmware version 120270 Hour lﬁ
Serial number 1303010297
Last Programming date 24.09.2009 09:34:01 Winter
Battery Level (Volt) 3.0 Month October - . .
i Time in second for
Date 01/01/05 - 00:17:36 Week Number |Last week ~ "Manual action de|ay"
Ouput Control Day Sunday v
[~ Stop Program Hour 3
[V Dynamic reading
Latch Output 1 Manuel Actio

Close v Activate 2 (2..65535 secs)

The magnet location for activates the function «Manual Action Delay» is at the level of CLA-VAL as show below.

e-Timer

Magnet
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3.11 FUNCTION RESET TIME

If you click on "Reset Time", you readjusted internal timer of e-Timer corresponding to the time programmed into your PC
without losing the program or parameter.

It's necessary to set the time when it's your first connection on the e-Timer or when you change the battery, in order to send
the GMT time into the e-Timer.

The parameter GMT time is read automatically into the PC when you reset the e-Timer.
To disable option "Daylight Saving" click on "Enable" and set your parameter with click on "Set Time".

s S =) -
Parameters Program Connect ?
English Daylight Saving
Read Parameters N
mﬁ e D
Summer
+ | ‘Wit Parameters

Reset Time — Exit Month March -
l:I.A vAl ‘Week Number |Last week v
Information Day Sunday v Remove th? ﬂag _for
Firmware version (12)2.70 Tes) m disable the Dayllght
Serial number 1303010297 Saving"
Last Programming date 24.09.2009 09:34:01 Winter
Battery Level (Volt) 9.0 Month Dctober =
Date 01/01/05 - 00:17:36 Week Number 'm
QOuput Control Day Sunday v
I~ Stop Program Hour lﬁ

v

[V Dynanmic reading
Lt Manuel Action Delay
Close v Activate 2 (2..65535 secs)

Message

4 TECHNICAL INFORMATION
41 TROUBLESHOOTING

Problem Check
» The Software is not working Do you have full access rights?
» No PC connection e  Check if the USB driver is working
» e-Timer missing e Check if you have power supply (battery)
e Disconnect the cable and then connect it again

If any other problems occur:
Please contact the technical support on our website: www.cla-val.ch.
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